PROFESSIONAL CONFERENCING
DATA SHEET -

Tabletop Microphones

Uni- and Omni- Directional Tabletop Microphones

ClearOne.

APPLICATIONS ADVANTAGES
Conference Rooms Unobtrusive Design
+ Very discreet
Home Offices + Low Profile
+ Designed for tabletop applications
Boardrooms
Superior Audio Performance
Training Rooms + Excellent pick-up range in omni- or unidirectional model
+ Equipped with a low-cut filter, rejecting unwanted noises
Courtrooms + Perfect complement to ClearOne’s industry leading

professional conferencing systems
Distance Learning Centers

Convention Centers and Hotels



ClearOne.

SPECIFICATIONS

CONFERENCING ACCESSORIES
DATA SHEET -

/

Element Electrets condenser

Polar Pattern
Omni-directional/Uni-directional Cardioids

Frequency Response 50Hz to 18 kHz

Sensitivity
-65dB +/- 3dB at 1,000Hz (odB = 1 microbar)

Output Impedance

250 ohms (balanced) (replace letters

ohms with horseshoe symbol)

Output Voltage 9 to 52VDC (phantom power)
Max SPL141dB (1% THD open circuit)

Signal to Noise Ratio
>65dB (OdB = 1 microbar)

ConnectorA3M Type (XLR male)
Cable Length 26.35 1/8 m
Weight 15.7 0z / 60 g (without cable)

Microphone Size WxL (Top View)
2.8"x3.4" /70 x 85 mm
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